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101023
3M1.000.U2L
3M1.001.U2L 2x3,5W 3M1.001.U2R
400K 2 GU10 LED LAMPS INCLUDED 300K

261/372

136/192

Pcs 18
Kg 17
mc 0,092

s €T LIV 2

Specifications

MINITOMMY 2L SPIKE |

Collection
Description

Size

Weight
Material
Wiring
Installation
Body color
Diffuser color
Backlit color
Brand
Components

Floodlight

LED floodlight with single or
double lights made of
shockproof resin material, UV-
rays stabilized, rust and
corrosion-free. Suitable for
indoor and outdoor
installations on wall and
ceilings, in the ground or on
spikes. Ring or eyelid cover
versions available with no
visible screws. Supplied as
standard with TUV approved,
long-life and efficient GU10
LED lamp included. The
floodlight is fully adjustable
and it can tilt and turn at will.
Insulation class I, Protection
rating IP66.

width: 125mm ; height:
130mm

1 000gr

resin (body), PMMA (diffuser)
LED, GU10

ceiling, spike, wall

Black, white, grey

Opal

Clear, green, orange, blue, pink
Fumagalli

Cover, diffuser, base

OTHER OPTIONS

More information on LED

Suitable for outdoor use

Floodlight supplied as standard
with TUV approved long life
and efficient GU10 LED lamp
included. Quick and easy lamp
replacement for a very simple
maintenance after installation.
Built in driver fully protected
against heat and humidity by
silicone paste.
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